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KTL : Ex nA II T4

CSA : Class I Div.2 Gr. A,B,C,D
ATEX : Ex nA II T4 Gc

CE compliance

8

CSA  : Class I Div.2 Gr. A,B,C,D
ATEX : Ex nA II T4 Gc

KTL : Ex nA II T4

KTL : Ex nA II T48

8

* inch for UNF-2A thread
  mm for M thread

CSA : Class I Div2 
          GR. A,B,C,D
ATEX : Ex nA II T4 Gc

5 9.0 mL Without

TR-CU : 2Ex ecⅡCT4 Gc XC
IECEx: Ex ecⅡCT4 GcD

Ex nA II T4 Gc

C TR-CU : 2Ex ecⅡCT4 Gc X

D IECEx: Ex ecⅡCT4 Gc

C TR-CU : 2Ex ecⅡCT4 Gc X
D IECEx: Ex ecⅡCT4 Gc

WL sensor
WK transmitter

WW extension cable

＋18.5＊〜＋35 VDC

* Assumes the receiver 250 Ω, other 30 Ω

-0.6 to 0 to +0.6 mm,
-0.635 to 0 to +0.635 mm
(-25 mils to 0 to +25 mils)

7.87mV/μm±6.5% typ. 
(including interchangeability errors) 
Step : 200μm, Target : 30 mm dia.

9 m

8
C

KTL : Ex nAⅡT4
TR-CU : 2Ex ecⅡCT4 Gc X

D IECEx: Ex ecⅡCT4 Gc

8.0  m
8.5  m

5
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Ideal for vibration monitoring of compact centrifugal turbo compressors.Ideal for vibration monitoring of compact centrifugal turbo compressors.

10 kΩ(calibrated at 10 MΩ load impedance)


